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SLIM Glass Surface 
 
 
 
 
 

 
 
 
 
DIMENSIONS 

 
 

Glass Surface 
Painted and transparent extra 
clear securit, chemical safety 
sandblasting. Thickness 12mm 

Support frame 
INOX Ø40mm and 1.5mm 
thick 

Frame 
INOX Ø40mm 
and 1.5mm thick. 
Fixed height 
730mm 

Restorers 
For smoothing 
floors 0-25mm 
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SLIM fixed metallic frame 
 
 
 
 
 
 

 
 
DIMENSIONS 

 
 
 
 

Restorers 
For smoothing floors 0-
25mm 
 

Support frame 
Metal ᴓ40mm and 
1.5mm thick 

Frame 
Metallic ᴓ40mm and 
1.5mm thick. Fixed 
height 730mm 

Surface 
Compact laminate of 
thickness 13mm or 
chipboard with 18mm thick 
melamine coating  
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SLIM adjustable metallic frame 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Restorers 
For smoothing floors 0-
25mm 
 

Support frame 
Metal ᴓ40mm and 
1.5mm thick 
 
 

Frame 
Metal ᴓ40mm and 
1.5mm thick. 
Adjustable with button 
height 650-850mm and 
pitch 20mm 

Επιφάνεια 
Compact laminates of thickness 
13mm or chipboard with 18mm 
thick melamine coating or 
chipboard with a veneer thickness 
of 25mm coating or multiplex with 
HPL coating 18mm thick 
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DIMENSIONS 

Compact laminate/ melamine 

 

Veneer  

 

Multiplex 

  
 
COLOR CHART CERTIFICATES 

 
Melamine surface 

 
 
Metallic frame colors 

 
 
Glass surface 

 
 

DIN Fachbericht 

147/01.06 

EN 527-1:2011 

EN 527-2:02 

EN 527-3:03 

ZEK 01.2-08/12.08 
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